
AUTOMATIC VACUUM - GAS TRAY 
SEALING MACHINE  

Standard Features

Tray Denester System.

Eye Mark Sensor For Printed Roll.

Liquid Dosing Unit, Auto Weighed 

Granules Materials.

Chek Weighers And Metal Detector 

Can Be Integrated.

Can Be Customize According 

To Application.

MACHINE MODEL

No.of Trays Can Feed At a Time

Control Panel 

  Cycle Per Minute [with Map/only  Seal]

Electric Supply

Operation On Trays

Vaccum Pump

Vaccum And Gas Sensor

Machine Weight

Voltage

Machine Dimension(LXWXH)

Machine Construction

3

1000x1155x1415

AVTS-500

Tray Loading Area

Bottom Chamber Height

Touch Screen HMI- Mitsubishi(japan)

7/12

SMC (Japan)

500 Kg

Stainless Steel

440V-3PH/50Hz

700 mm

45 mm Can Be Customized

7 KW

BUSCH(Germany)

Vacuum Gas + Gas+ Sealing & Cutting

AVTS-550 AVTS-600

4 5

Technical Specifications

Optional Features

190X140

137X102

300X200

Specially Design For High Productivity.

Suitable For Pre-made Trays And Cups.

Suitable To Pack Ethnic Indian Sweets, 

Dry-fruits, Cakes, Ready To Eat Foods, Frozen Foods, 

Vegetables And Cut-fruits, Etc.

Buffer Gas Tank.

Accurate Vacuum And Gas Flushing System.

Easy Mould Changing Systems.

Made From Stainless Steel And Anodized Aluminium .

High Speed Vacuum Pump(Busch Germany).

Sensor Based Vacuum & Gas Flushing


