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Technical Specifications

MACHINE MODEL

Usable Chamber Depth (W)

Seal Bar Length(L)

No.of Seal Bars

Seal Width

Machine Dimension(LXWXH)

Machine Weight

Electric Supply

Cycle Time

Usable Chamber Height (H1/H2)

Voltage

1/2

25-30 Sec

500

230V-1PH-50Hz 440V-3 PH- 50 Hz

2 KW

SCV 500

475/195

125/150

SCV 650

935X760X1410750X750X1410

610/260

650

6/8

185 Kg170 Kg

1.5 KW

Standard Features
Vertical Type Model Suitable For 

Flour, semi Liquid, Pulses, 

Dry- Fruits With Brick Type Packaging.

Adjustable Product Platform Suitable Up To

10 to 15 Kg Product Packaging.

Mitsubishi(japan) Plc Based Control Panel

With 4-line Lcd Display.

Adjustable Vacuum Time, Sealing Time, etc.

Stainless Steel Body, No Sharp Edges, Use 

Cast Aluminium & Other Nonferrous Materials

To Safe Rust Issue And Easy Cleaning.

Optional Features
Insert Gas Flushing Unit.

Vacuum & Gas Control By Sensor For Accurate Level.

BUSCH (Germany) Vacuum Pump.

Mould And Formers As Per Require Pack Size.


